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723 Equipment and Supplies {Chioraphyll 3 from Water Sample)

Table 7-3 provides the equipment and suppliies needed fo process the chiorophyll 2
water sample.

Table 7.3, Eguipment and supplies list for chlorophyll 3 processing

For fltering shiorophyd & sample Wihalrnan GFIF 0T wn glass fiber filber

Filtration apparates with graduated fliter holder
ﬁe“m pumﬂ MWW mayt@ wsed if avalable)

Feor recording measuraments

Fine-fippe indelible markers
Cear tape srips

T.24 Procedurss for Processing the Chiorophypll 3 Water Sample

The prosedures for processing chiorsphyll 3 water samples are presented in Tablz 7-4.
Wheneswer possible, sample processing should be dons v subdued light, out of direct sunlight.

Table 74 Processing procedure—chiorophyll 3 samples
1. Puton nirile glowes.
2 UF% ﬂ:iém m’mpﬁ tog

“wm rough the fiter. @mmmmmﬂmmm@mm ange the fiter, rinse
the apparatus with Dl water, and repeat the procsdures using 100-mL of site water. NOTE: IF the
e o burbid, wse 5 smaler wolurms b stant with.
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Olomeres the flter for wsible color. 1 there 5 wisible color, poosed: # not, repﬁat teps 344 uml m&:xf
mw&m on the fiter or untl & masirmurm of 2,000 mL have mmw Favned the
ulume Siered an the Zample Collection Formn.

8. Remove usaﬂdm@ﬁ“mm%mﬂw
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; lﬁ'@‘ . Cover 1 ¢ tape. Wrap the tube in aluminum foil and place in a
5&&%@1&!’@ pﬁmﬂ’mﬁzﬂg %«:ﬂ%ﬁbﬂaﬁg MWWMIMMWKHHMH

1814457 ED_000552F_00008192-00001



